
77, 78, and 79 Series 

The CTS line 77, 78, and 79 Series Filtered 
Assembly Plates provide ease of installation and line 
customization of standard size plates. Filter plates 
are an efficient and cost-effective solution for 
filtering multiple lines in to or between different 
system compartments. 

For higher frequency applications (<50 MHz), filter 
plates can be more effective than typical surface 
mount solutions. The inherent shielding 
characteristics of these plates creates an effective RF 
barrier offering excellent insertion loss and isolation 
for frequencies greater than 5 MHz. The 
preassembled plates, which are 100% tested for 
critical parameters, greatly reduces the time and 
resources required to individually install solder 
mount filters. 

The 77 Series Quick Connect and 78 Series Miniature 
Quick Connect filter plates (pages 2 & 3) feature a 
base plate with built-in installation clips. These clips 
allow for cost effective mounting into the system 
bulkhead without the expense or the time associated 
with traditional hardware. The Quick Connect filter 
plate offers one or two rows of totaling up to 26 
lines. 

The Miniature Quick Connect filter plate provides a 
lower profile and works with up to 10 lines. Up to 40 
lines are available on the standard bolt-in filter plate 
in the two row configuration. 
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77, 78 and 79 Series Filter Plate Mechanical 
Specifications: 

Base Plate Material . . . . . . . . Copper Alloy or 

Nickel-Si Iver 

Base Plate T hickness 
77 and 78 Series ...... 0.012" [0.3mm] 

79 Series.................. 0.028" [O. 7mm] 

Plating .. ..... ..................... Matte T in 

Lead Material . . . . . . . . . . . . . . . . . Copper Alloy 

Lead Plating . . . . . . . . . . . . . .. . . . . Gold Plate 

Lead Diameter................ 0 0.025" [0.64mm] 

Current Rating .... .... .... .... 5 Amps 
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In order for CTS to establish the exact configuration required, please provide the 
following encoded description number as outlined below. A CTS part number will then 

be assigned to meet your specific needs.

CTS

Ordering Information
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Solder Mount Pi Filters
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Solder Mount Pi Filters
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Style 1
Solder Mount Feed - Thru Capacitors
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Solder Mount Feed - Thru Capacitors
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Style 1 Style 2

Style 3

Solder Mount Feed - Thru Capacitors

EMI/RFI Products



Solder Mount Feed - Thru Capacitors

EMI/RFI Products

12



Solder Mount Feed - Thru Capacitors
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No Solder/Press-In C Filters
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No Solder/Press-In C Filters
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UL Recognized Filter Terminal Blocks

Application

Features

Catalog Index

Benefits

Practical Applications

EMI/RFI Products

Recognized by UL, Filtered Terminal 
Blocks are specifically designed to save 
time and money for EMI filtering 
applications. Combining a filtering 
component with an industry standard 
terminal block has created an effective 
barrier to EMI noise. 

Filtered Terminal Blocks allow the Filtered Terminal Blocks allow the 
engineer to eliminate EMI noise using an 
existing mechanical design concept. Our 
commitment to excellence and service 
allows for customization of the filtered 
terminal blocks to meet 
customer-specific EMC qualifications. 
Backed by decades of ceramic 
component production experience, 
CTS’s Filtered Terminal Blocks will meet 
or exceed your application requirements.
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CTS corporaon

CTS

Filtered Terminal Blocks Specifications

EMI/RFI Products

1.0 Scope

2.0 Capacitance

3.0 Insertion Loss

4.0 Operating Conditions 

5.0 Dielectric Withstanding Voltage

6.0 Insulation Resistance

18



UL Recognized “Pi” Filter Terminal Blocks
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Mechanical Specifications

UL Recognition

Electrical Specifications



Mechanical Specifications

UL Recognition
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“Pi” Back Plane Filtered Terminal Blocks
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Mechanical Specifications

UL Recognition

Electrical Specifications

UL Recognized 30 AMP “C” Filtered Terminal

EMI/RFI Products
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The components in this catalog are manufactured with ceramic dieleccs. To minimize possible damage to 
the components during installaon, contact us at: hps://www.ctscorp.com/contact/request-technical-info/
for more help and informaon.

To learn more visit: www.ctscorp.com

Product Installation Recomendations

EMI/RFI Products
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